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324/325

The cost-effective solution for your IPTV/OTT project with a full set of functions. MAG324/325 is a basic set-top box on 
a Broadcom chipset that supports HEVC compression. The device, therefore, runs quickly and with minimal network 
load. 

Through its HDMI 1.4b output, you can enjoy high-quality video. We have also completely changed the case and 
remote control design, making it more ergonomic and easier to use.

 

KEY FEATURES

• Broadcom chipset

• HEVC HD video decoding

• Increased memory (1 Gb RAM and 512 Mb Flash) for easy MW and

UI applications integration

• 3D graphics engine (1 Gpix/s OpenGL ES 2.0) 

• Best in class user experience in streaming of live 

video playback 

• New small form-factor

BASIC HEVC IPTV/OTT SETTOP BOX



324/325www.infomir.eu

Infomir, USA
174 Bay 49th Street
Brooklyn, NY 11214
Tel: +1 (631) 482-6636 
e-mail: sales@infomirusa.com

Infomir, UAE
Tel: +971 (56) 621-34-55 
e-mail: sales@infomir.ae 

Infomir, Germany
e-mail: sales@infomir.eu

Infomir, Ukraine
4-D, Marshal Zhukov Avenue,
Odessa Ukraine, 65121 
Tel: +38 (048) 740-6-740
e-mail: sales@infomir.eu

CONTACTS

Software and CAS/DRM

OS

CAS/DRM

MW/UI

Other interfaces

Ethernet

USB

RCU

LED

Power

PSU

Linux 3.3

Verimatrix (only for MAG325)

Pre-integrated with

Infomir Ministra TV Multiscreen

platform. Integration with

operator’s applications, 

customization or complete

replacement of image is also

available.

100 Mbps

2 х USB 2.0

IR

Red, White

DC 12V, 1A

BCM75839

MIPS 4KE Dual Core CPU 750 Mhz 

1 Gb

512 Mb NAND

HDMI 1.4b with HDCP 1.4

MPEG-1/2, MPEG-4, H.264/AVC HP@L4.2,

WMV9, H.265/HEVC Main and Main10 profile

up to 1080p at 60 fps, Xvid, 3D video support

OpenGL ES 2.0/1.1/1.0

3.5mm jack for video CVBS and Audio L/R

MPEG-1 layer I/II/III, WMA, AAC-LC, 

HE-AAC v1, HE-AAC v2, Dolby DigitalTM  

115х115х28 mm

170 g

Hardware

Chipset

Processor

RAM

Flash

Video and Audio

Digital AV

Video Decode

Graphics

Analogue AV

Audio codecs

Physical characteristics

Width/depth/height

Weight

SPECIFICATIONS
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